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Performance Features

Ultra light weight 1/3 of normal lead-acid battery.

No pollution, does not contain any acid and heavy metals, such as

battery 10 C).

Excellent cycle life, more than 2000 cycles(lead-acid battery only 300

Test item Li-ion battery Lead acid battery
cadmium and mercury. Rated voltage 12V 12V
Premium charge acceptance, rechargeable with 10C current and Cold temperature start-up | 40C 10~20C
recharged within 6 minutes.
9 Cycle life 2000cycles 200~300cycles
Superb cranking power, cranking current greater than 30C (lead-acid Suitable temperature 20°C 60°C 30°C 55°C

Charging retention

Recharging every

Recharging every

12 months 3 months
cycles). -
Service life 4~Byears 1~3years
Low self discharge, longer storage times which more than 1year. Terminal type Copper Lead
The discharge voltage is stable, which leads to engine performance Mounting angle 360° Vertical
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stable, and start the motorcycle more easy.

Specification
Battery Size
REFERENCE i Charge Current
C.CA q n - n n Weight 9
Battery Voltage TESTED Dimensions-Millimeters Dimensions-Inches (A) Replaceable lead-acid battery model
Type \'% +2 +0.08i :
yp (v) BY ARGUS (2mm) ( in)
LRSI L w H L w H Kg  Standard  Max.
LFPS-X1 12.8V 60 92 52 92 3.62 2.05 3.62 0.4 1 4 YT4B-BS, YB7B-B
LFPS-X4L 12.8V 45 113 70 85 445 276  3.35 0.4 0.8 3.2 YTZ5S, YTX4L-BS, YTX5L-BS
LFPS-27S 12.8V 60 113 70 85 445 276  3.35 0.4 1 4 YTZ7S. YTX7L-BS
LFPS-X7L 12.8V 60 113 70 85 445 276  3.35 0.5 1.2 4.8 YTZ7S. YTX7L-BS
LFPS-9B 12.8V 90 150 66 93 591 260 3.66 0.6 1.5 6 YTX9-BS, YTR9-BS
LFPS-X9 12.8V 90 150 87 105  5.91  3.43  4.13 0.6 1.5 6 YTX9-BS, YTR9-BS
LFPS-10B 12.8V 120 150 66 93 591 260 3.66 0.7 2 8 YT7B-BS. YT9B-BS, YT12B-BS
LFPS-210S 12.8V 120 150 87 93 591 3.43 3.66 0.7 2 8 YTZ10S
LFPS-11B 12.8V 120 150 66 130 591 260 5.12 0.7 2 8 YTZ10S,YT12A-BS
LFPS-X12 12.8V 120 150 87 93 5.91 3.43 3.66 0.7 1.8 7 YTX12-BS. YTX12A-BS. YB12B-B2
LFPS-12B 12.8V 180 150 66 130 5.91 260 5.12 0.8 2.5 10 YT12B-BS, YT14B-BS, YB16AL-A2
LFPS-X14 12.8V 120 150 87 93 591 3.43  3.66 0.7 2 8 YTX14H-BS., KMX14-BS, YTX14-BS, HVT-8
LFPS-2148 12.8V 150 150 87 93 591 3.43  3.66 0.9 2.5 10 YTZ12S. YTZ14S
LFPS-X20HL  12.8V 200 175 87 130 6.89 343 512 1.1 3.5 9 | GEERbIECES MRERE, MHGESS Ve
LFPS-X20H  12.8V 200 175 87 130 6.89 343 512 1.1 3.5 14 SR I e Ve B o m o
LFPS-X30 12.8V 200 166 123 163 6.54 4.84 642 15 4 16 etk M Eh Wt GaHiL,
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